
The PGR15 is capable of reaching extreme temperatures  
and providing more light intensity and growth height than  
ever before - facilitating a broad range of research. 

PGR15
Single-Tier Plant Growth Chamber



Compact design  
with plenty of room to grow.

Wide Temperature Range
10 to 50°C (lights on) and 4 to 50°C 
(lights off) ideal for climate change 
and stress tolerance research

Lighting Protection
IP65 rated lights provide high resistance  
to dust and water - enhancing longevity  
and improving safety for staff

IP65

High Light Intensity
Light intensity as high 
as 1,550 μmols/m²/sec

Communicate Remotely
ConvironDirect enables 
you to manage your 
chamber from anywhere 
on your laptop or phone

High Humidity
Optional high 
relative humidity 
control, up to 
90% RH

%

Broad Spectrum
Energy saving LEDs with integrated far-red
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Independently 
controlled 

Far-red

Optional Low 
Temperature
Conduct 
cold weather 
research to 

-10°C (lights on) 

“�The PGR15 delivers extreme temperature 
ranges, enhanced light intensity, and ample 
growth height capacity—enabling precise 
control for diverse plant physiology and 
environmental response studies.”

“�The LightRight™ canopy enables 
me to maintain consistent distance 
between the lighting system and 
my plants, delivering consistent 
light intensity as my plants grow.”



Lighting
The standard light intensity for the PGR15 is 1,550 μmoles/m2/s  
using broad spectrum LED fixtures. For advanced research 
applications, independently controlled far-red is available plus 
other high performing LED lighting canopies with greater light 
intensity and unique spectral qualities.  For alignment with 
past research and existing chambers, fluorescent fixtures are 
available as an option. 

LED lamps and drivers combinations have been designed to  
ensure uniform light distribution. As standard, lighting can  
be dimmed by the user through the controller. An optional 
counter-balanced LightRightTM canopy is available, which 
enables height adjustment between the lamp canopy and  
the plants.

Airflow
Airflow for the PGR15 is distributed uniformly upward using 
Conviron’s innovative Unifloor® air distribution plenum. The unit 
includes fresh air intake and exhaust ports which are adjustable 
to allow up to 20 ft3/min (0.57m3/min.) of air exchange.

Refrigeration
Cooling for the PGR15 is provided by a self-contained water-
cooled condensing unit with hot gas bypass for continuous 
compressor operation. An electronic modulating valve provides 
tight temperature control while ensuring quiet operation. 
Pressure transducers are included for monitoring the status 
of the refrigeration system. Alternative refrigeration methods 
are available depending on site-specific and/or user-defined 
requirements. Consult the factory for heat rejection information 
and other refrigeration options.

Performance Data

* Temperature  
Range (°C)

Interior 
Capacity

Growth
Area

Growth 
Height

Exterior Dimensions
(WxDxH)

LED Light Intensity
(6 in. from lamp)

Electrical
Service Weight

10 – 50°C lights on 78 ft3 16.1 ft2 62” 104” x 35” x 78” 1,550 µmoles/m²/s 120/208-3Ø-60Hz 1355 lb

4 – 50°C lights off (2220l) (1.5 m2) (1575 mm) 2640 x 890 x 1980 (mm) @ 25°C 230/400-3Ø-50Hz (615 kg)

*Optional ultra-low temperature option enabling -10°C (lights on).

Product Overview

Why Conviron?
Trusted by Plant Scientists Worldwide.

90+
Countries

90%
of Clients Highly Recommend Conviron

20,000+
Cabinets & Rooms Worldwide

Built for Discovery
Plant scientists around the world have come to  
rely on Conviron’s plant growth cabinets and rooms 
to deliver repeatable experimentation conditions, 
accommodate a wide variety of research 
applications, and drive scientific discovery.

Learn more about  
the latest research in 

Conviron chambers.

With ConvironDirect I always  
have access to my chamber —
from anywhere.

Intuitive Interface
7” full-color, high resolution touchscreen  
with intuitive graphic interface for easy navigation.

Easy Programming
Extended visibility of multiple timelines  
and processes.

At-a-Glance Monitoring
Historical trend graphs, vibrant alarm status,  
and easy-to-track alarm history.

Remote Connect
Option to connect from anywhere on your laptop  
or any LAN connected device with ConvironDirect.

Advanced Control System
Precision growing starts with your control system. The GEN1000 and every Conviron chamber comes equipped 
with our most advanced control system – the CMP7000. What sets the CMP7000 apart?

The PGR15 offers 16.1 ft2 of growth area and 62” of growth height making it suitable for a range of applications 
including the growth of many tall plant species to full maturity. Shipped fully assembled, the PGR15 fits through 
a standard doorway. A wide selection of options are available including ultra-low temperature operation to -10°C 
(lights on) for enabling cold weather research. Please consult Conviron for available options.
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PGR15 Reach-in Growth Chamber

PGR15 Reach-in Growth Room
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